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CHASSIS TEL-31-LE TEL-35-LE VST-39-TN VST-43-TN
Working height 11.1 m 12.2 m 14.0 m 15.3 m
Platform height 9.1 m 10.2 m 12.0 m 13.3 m

Max. outreach 5.5 m* 5.5 m* 8.4 m* 9.6 m*

Max platform capacity 200 / 120 kg 200 / 120 kg 200 kg 200 kg

Flyboom - - - -

MH-Jib / winch N/A N/A STD STD

MH capacity - - 90 kg 90 kg

Min. GVW 3.000 kg 3.000 kg 7.490 kg 7.490 kg

Approval ANSI/CE ANSI/CE ANSI/CE ANSI/CE

Note *Depending on chassis 

CHASSIS ET-32-LF XS ET-32-LF XS VRA-33-LF VRA-35-LF
Working height 11.6 m 11.6 m 12.0 m 12.5 m
Platform height 9.6 m 9.6 m 10.0 m 10.5 m

Max. outreach 6.0 m* 6.0 m* 7.0 m* 7.7 m*
Max platform capacity 120 kg 200/120 kg 200/120 kg 200/120 kg

Flyboom 90° 110° 180° L 180° L

MH-Jib / winch N/A N/A N/A N/A

MH capacity - - - -

Min. GVW 3.000 kg 3.500 kg 3.500 kg 5.000 kg

Approval CE CE CE CE

Note *Depending on chassis 

CHASSIS EST-46-LF VST-241-LF VST-244-LF VST-248-LF
Working height 15.0 m 15.0 m 15.7 m 17.2 m
Platform height 13.0 m 13.0 m 13.7 m 15.2 m

Max. outreach 8.5 m* 9.0 / 8.0 m* 11.0 / 10.0 m* 11.0 / 10.0 m*

Max platform capacity 200 kg 200 / 265 kg 200 / 265 kg 200 / 265 kg

Flyboom 110 ° 180° 180° 180°

MH-Jib / winch N/A N/A N/A N/A

MH capacity - - - -

Min. GVW 5.200 kg 10.500 kg 10.500 kg 12.000 KG

Approval CE CE CE CE

Note *Depending on chassis 

CHASSIS VST-50-TN VST-55-TN LT-56-LE LT-62-LE
Working height 17.2 m 18.3 m 19.0 m 21.0 m
Platform height 15.2 m 16.3 m 17.0 m 19.0 m

Max. outreach 9.8 m* 9.7 m* 8.5 / 11.0 m* 8.5 / 11.0 m*

Max platform capacity 200 kg 200 kg 200 / 120  kg 200 / 120  kg

Flyboom - - - -

MH-Jib / winch STD STD N/A N/A

MH capacity 90 kg 90 kg - -

Min. GVW 7.490 kg 10.000 kg 3.500 kg 3.500 kg

Approval ANSI/CE ANSI/CE ANSI/CE ANSI/CE

Note *Depending on chassis 

CHASSIS ET-36-LF ECO VST-237-LF ET-38-LF HD ET-40-LF HD
Working height 12.8 m 13.7 m 13.9 m 14.5 m
Platform height 10.8 m 11.7 m 11.9 m 12.5 m

Max. outreach 6.8 m* 9.0 / 8.0 m* 9.0 / 8.0 m* 9.0 / 8.0 m*

Max platform capacity 200 / 120 kg 200 / 265 kg 200 / 265 kg 200 / 265 kg

Flyboom 110° 180° 180° 180°

MH-Jib / winch N/A N/A N/A N/A

MH capacity - - - -

Min. GVW 3.500 kg 12.000 kg 7.490 kg 7.490 kg

Approval CE CE CE CE

Note *Depending on chassis 

CHASSIS VT-51-LF VT-61-LF VST-5800-LF VST-6500-LF
Working height 18.0 m 20.0 m 20.3 m 22.4 m
Platform height 16.0 m 18.0 m 18.3 m 20.4 m

Max. outreach 10.5 / 9.5 m* 10.5 / 9.5 m* 12.5 / 11.5 m* 12.0 / 11.0 m*

Max platform capacity 200 / 265 kg 200 / 265 kg 200 / 265 kg 200 / 265 kg

Flyboom 180° 180° 180° 180°

MH-Jib / winch N/A N/A N/A N/A

MH capacity - - - -

Min. GVW 7.490 kg 13.000 KG 18.000 26.000 kg

Approval CE CE CE CE

Note *Depending on chassis 
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